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Foshan Miaofeng Building Materials Co., Ltd. 
was established in 2012 andis currenty located in 
Foshan City,Guangdong Province, which enjoys 
convenient transportation. As a one-stop high-
tech enterprisededicated to the research and 
development, design, manufacturing, sales, and 
service of doors, windows,and curtain walls, we 
are committed to strict quality control and excellent 
customer service.

We welcome OEM and ODM orders and hold ISO-
9001 and 3C certifications. Our products are 
popular inmany countries and regions, and we offer 
highly competitive products to meet your specific 
requirementsand market trends. After 15 years 
of rapid development, we have made significant 
progress and enjoy a highreputation. We are 
confident that we will enter a new era with you.



Hardware Accessories

Other colors can be 
customized upon request,RAL 
color number is required

Standard Color
Configuration

Glass Type

Single tempered glass Laminated tempered glass IGU Tempered Glass 
With Argon Gas

Option 1 Option 2 Option 3

sand graymatte black

bright white RAL colors available

Hardware colors include black and white and gold
China's brand&German brand

Accessory Details

HIGH-QUALITY 
CURVED HANDLE

DOOR CLOSER

BIG HINGE
CONNECTION

EMERGENCY
EXIT LOCK

Sturdy and durable 
Available in various styles

1.Adjustable speed,100,00 times 
switchtest,stable and safe.
2.Can open 180 degrees horizontally and 
close the door noiselessly.
3.The closing speed can be adjusted 
independently in two stages.

The door frame on one side of the door leaf 
isconnected with the door frame by a large 
hinge,and the door frame on the other side 
of the doorleaf is equipped with upper and 

lower bolts

Equipped with an internal emergency 
release lock; the door opens with a gentle 

push for easy operation
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CD-224 Series Non-Thermal Break
Commercial Store Front Door

The entire aluminum profile is a single piece with no insulation layer, resulting in only average thermal 
insulation and sealing performance.
It offers high cost-effectiveness and is economical and practical.

Features of non-thermal break profiles：

Cross section: Door panel profiles

(2.0mm)

(2.0mm)

(2.0mm)

Cross section: Door panel profiles

0.08"

0.08"

0.08"

Visible surface: Top RailVisible surface: External frame

Jamb

Head Jamb

Bottom Rail Top Rail

Main Aluminum Profiles Dsplay Non-Thermal Break Aluminum Profile

Non-Thermal Break Aluminum Profile
CD-224 Series Commercial Store Front Door-CAD Drawing
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CD-224 Series Non-Thermal Break Commercial Store Front Door
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CD-224 Series Non-Thermal Break Commercial Store Front Door
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SCENARIO APPLICATION
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SCENARIO APPLICATION

PAGE 16PAGE 15



SCENARIO APPLICATION
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